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FUNCTIONAL 
DECORATIVE DOORS 




VINYL-ON-STEEL ... For SCHOOL ROOMS • OFFICES 
CLINICS • STUDIES • HOSPITALS • HOTELS • STORES 


Alumilited ALUMINUMJ 

c 


• Suitable for Exterior or Interior 

• Rich Vinyl Colors or Beautiful Aluminum 

• Strength and Durability 

• 1,000,000 Cycle Siam Test Without failure 

• Full Range of Hardware Applications 

• Exceptional Strength to Weight Ratio 

• Top Qua/ity-but, Economical too 

Many architects who prefer flush aluminum or vinyl 
decorative doors have been unable to use them because of 
the high cost for a product of high quality. Dusing and £ 
Hunt through standardization of types and sizes can 
offer the best quality available at a price you can afford. 

The Model DV” DecorDor is offered at the same price 
as the Model "DAL” Flush Aluminum Door. Heretofore 
such doors have been much more expensive. The basic 
core construction (See Page 4) is the same as that of the 
aluminum door with perimeter of aluminum extrusions. 



ALUMILITED ALUMINUM ... For EXTERIOR or 
INTERIOR DOORS • COMMERCIAL, INDUSTRIAL 
BUILDINGS • OFFICES • THEATERS • INSTITUTIONAL 


Liquid vinyl is rolled onto steel to give a permanent 
bond and a textured appearance. 

This is a beautiful door, but strong and durably built 
to withstand heavy traffic. 


DOOR TYRES 


Special types 
and sizes can 
be furnished on 
special order. 
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TYPE 30 
Flush 


TYPE 31 
Vision 
light 


TYPE 34 
Upper 
Glass 
Light 
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TYPE 35 
Two Upper 
Glass 
Lights 


TYPE 35A 
Three 

Upper Glass 
Lights 


TYPE 37 
Three 
Vision 
Lights 


TYPE 42 
Bottom 
Louvre 


] 1959 - Dusing and Hunt, Inc. 


dusing and Hunt Offers the Most Complete Line of flush Doors - Steel . Alum 














































•4 VINYL-ON-STEEL FLUSH DOORS 


GENERAL PRODUCT INFORMATION 

MODELS DAL and DV 


STANDARD HARDWARE 


DOOR SIZES 



Prepared for Cylindrical or 
Mortise Locks, Rim Panic De¬ 
vices, Push and Pulls, Surface 
Door Closers, 4W' x 4*4" Full 
Mortise Hinges (PF-55 Steel 
Frame) or 4" x 4" full mortise 


hinges (AF4D Aluminum 
Frame). 

(Full information in D&H 20 
page Catalog — Sweeps Archi¬ 
tectural File) 


SINGLES 

PAIRS 

2668 

5068 

2670 

5070 

2868 

6068 

2870 

6070 

3068 


3070 



Other sizes available 
on Special Order 



TYPICAL STEEL AND ALUMINUM FRAME APPLICATIONS 


STANDARD DECORATIVE 

COLORS 

T 



ALUMINUM 



^ Scale: ’4 Size 


SADDLE TAN 


WINE RED 


SURF GREEN 


NUGGET GOLD 


TEAL GREEN 


to • Vinyl-on-Steel • Wood 


DUSING and HUNT. Ino. 











































































































































































Cutaway of 
Aluminum Door 


MODEL DAL 

Alumilited ALUMINUM FLUSH DOOR 

The D&H Aluminum DecorDor is con¬ 
structed of strong, resin - impregnated 
honey-comb core — fluted aluminum sheet 
is laminated to hardboard, which in turn 
is laminated to the core — perimeter sur¬ 
rounded by aluminum extrusions. (See 
illustration above.) 


MODEL “DV” 

VINYL-ON-STEEL FLUSH DOOR 

offers Colors and Textures in Full 
Door Designs 

DecorDor Model DV . . . the first rational 
anwe’r to High Stylng vs. High Cost, 
presents new economy, achieved through 
standardization. 

DecorDor Vinyl - on - Steel Doors are 
scratch - resistant, permanently bonded 
plastic in a variety of colors . . . simple 
and easy to blend for contemporary 
styling. 


Distributors in Principal Cities. Consult the 
Yellow Pages, or Sweet's Architect File 
or write direct. 


ALUMINUM and VINYL-ON-STEEL 
DECORATIVE FLUSH DOORS 


SUGGESTED SPECIFICATIONS 

WORK REQUIRED 

Fujnish Dusing and Hunt l-%" thick Flush Aluminum Doors — 
DecorDor Model "DAL” - and/or Flush Vinyl-on-Steel Doors - 
DecorDor Model "DV” — or approved equal as called for on 
drawings and in schedule. 

CORE 

Core shall be constructed of 18% phenolic resin impregnated 
99 pound Kraft honeycomb surrounded by 1 1 %6' / thick perimeter 
strips of kiln dried maple treated with pentachlorophenol pre¬ 
servative. Blocks of the same material shall be laminated within 
the core to accommodate the attachment of surface applied hard¬ 
ware. All wood members shall have a minimum screw holding 
power of 500 pounds per square inch. Core components to be 
bonded together under heat and pressure. 

FACING MATERIALS 

1. For Model "DAL” Doors surface sheets shall be .031" thick 
ribbed aluminum, 5005 alloy with alumilited finish Alcoa 204R-1. 
Each sheet shall be' bonded to .10" hardboard and this assembly 
in turn laminated under heat and pressure to the core. 

2. For Model "DV” Doors face sheets shall be cold rolled steel 
coated with .010 rr pigmented vinyl applied by the continuous 
rolling process to produce a finish thickness of 24 gauge. These 
sheets to be laminated under heat and pressure to the core. 
Colors to be Dusing and Hunt standards as selected by the 
architect. 

NOTE TO ARCHITECT: — DecorDors may be furnished with aluminum 
one side and vinyl the other at additional cost. 

PERIMETERS 

These shall be aluminum extrusions, 6063T5 alloy, alumilited 
finish attached to hardwood surrounds with countersunk flat 
head heat treated and alumilited aluminum wood screws. Front 
edges of single swing doors shall be beveled Vs" in 2". Both 
leaves of pairs of doors to have rounded fronts recessed for felt 
insulation to be supplied with doors. 

GLASS LIGHTS AND LOUVERS 

Moulding frames for glass lights and louvers shall be identical 
extrusions and to be weather-sealed as detailed. 

Muntin sections for divided lights to be Dusing and Hunt stand¬ 
ard as indicated. All glass and glazing to be done by others in field. 
Louvers shall be inverted V-blade type installed at factory. 

All mouldings, muntins and louvers shall be alumilited. 
HARDWARE 

Hardware shall be as scheduled. If by others, it shall conform to 
Dusing and Hunt standards for types and application and shall 
be field installed by general contractor. 

SHOP DRAWINGS AND SAMPLES 

Vendor shall submit shop drawings for approval in (specify 
copies). 

Corner section sample of door construction shall be submitted to 
architect for approval before fabrication. 

INSTALLATION AND PROTECTION 

Doors shall be erected by general contractor in proper operating 
condition. 

Protection of doors shall be the responsibility of the contractor 
until the job is accepted by owner. 


DUSING and HUNT, Inc. 

Over 50 years Manufacturing Fireproof Doors 
and Metal Trim 
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